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5m SECTION OF EXISTING STREAM CHANNEL TO BE
CLEARED OF DEBRI AND RIP—RAP PROTECTION
ADDED (SEE TYPICAL CROSS—SECTION)

THIS END OF EXISTING

~
0.75m DIA. CULVERT EXTENDED
BY APPROXIMATELY 1.0m /
RE-ALIGNED STREAM CHANNEL, 21m LONG.
5m SECTION OF RE—ALIGNED CHANNEL

HAS RIP—RAP PROTECTION.
(SEE TYPICAL CROSS—SECTION)

THIS END OF EXISTING 0.75m DIA. CULVERT
EXTENDED BY APPROXIMATELY 2.0m

WCC CULVERT 'BOOM 011’
(0.75m DIA.)

ROAD RESERVE
BOUNDARY

BOOM ROCK ROAD

LOCALITY PLAN OF EXISTING 0./5m

DIA. CULVERT CROSSING BOOM ROCK ROAD

SCALE 1:250

APPROXIMATE ¢ STREAM CHANNEL

APPROXIMATE PROFILE OF

APPROXIMATE EXISTING NEW RIP—RAP PROTECTION

GROUND PROFILE

1.000

TYPICAL SECTION THROUGH RIP—RAP PROTECTED CHANNEL

APPROXIMATE € STREAM CHANNEL

APPROXIMATE PROFILE OF
NEW RIP-RAP PROTECTION

APPROXIMATE EXISTING
GROUND PROFILE /\

TYPICAL SECTION THROUGH UNLINED CHANNEL

APPROXIMATE CHANNEL LOCATION
OF EXISTING STREAM
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<
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RIP_RAP PROTECTION WORKS
EXTENDING 5m DOWNSTREAM
OF THE CULVERT EXTENSION

OUTLINE OF EXISTING
0.75m DIA. CULVERT —
APPROX. 8.0m LONG

~N
~N
\ OUTLINE OF NEW
OUTLET STRUCTURE
~
\ /\
/ 7/\
s ~ OUTLINE OF NEW 2.0m

QUTLINE OF NEW 1.0m /o (APPROX.) LONG EXTENSION

‘ 70 EXISTING CULVERT
(APPROX.) LONG EXTENSION < A
70 EXISTNG CULVERT ) ~__

OUTLINE OF NEW INLET

STRUCTURE FOR EXISTING
0.75m DIA. CULVERT .
RIP-RAP PROTECTION WORKS EXTENDING <
APPROXIMATELY 5.0m UPSTREAM OF THE NN
CULVERT INLET STRUCTURE NN
\
VY
\
| EXISTING BOOM ROCK
;o ROAD ROADWAY
/ /
oy
RE-ALIGNED SECTION OF oy
THE STREAM WATERCOURSE y
//
~

UNLINED SECTION OF RE-ALIGNED
STREAM WATERCOURSE,
APPROXIMATELY 16m LONG

THIS SECTION OF THE EXISTING
WATERCOURSE TO BE BACK-FILLED AND
SURROUNDING AREA SHAPED TO FALL
TOWARDS RE-ALIGNED WATERCOURSE

APPROXIMATE CHANNEL LOCATION
OF EXISTING STREAM
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SCALE 1:50 SCALE 1:50 ’ ’
PLAN OF ALTERATIONS TO EXISTING CULVERT 'BOOM 011’ (BOOM ROCK ROAD)
SCALE 1:100
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